ELS Series AC/DC Slim Power Supply
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= Features

Surge protection

No load low power eonsumption

Ultrs compact and 1U low profile (30m),
suitabie for small space installation
AC/DC separate wiring terminal
All=aluminue housing

3 years warranty

CE
100W/150W
ModelNo ELS-060W | ELS-1008 | ELS-150W
InputVoltage 176-264VAC 254-370VDC
Inputcurrent 0. BA/230VAC | 24/230VAC
Rt taone £10%
Surge current 55A/230VAC
Overload Protection Protection: Hiccup, recover automatically after the fault condition is removed
Over Voltage Protection Protection: Hiccup, recover automatically after the fault condition is removed
Safety Standards 60950-1. GH4943. 1
EMC Standards EN55022 (CISPR22) Class B;EN61000-4-2, 3, 4, 5, 6, 8, L1, EN61000-6-1
Dielectricstrength T1/P-0/F:3KVAC T/P-FG:1. 5KVAC 0/P-FG: 0. 5EVAC
Operation temperature -25~+60%C (Please refer to "Derating Curve” )
Dimenslon (=0 BOO1/160%45%32 BOO2/168%63%31 BOO3/178%63%31
Weight (Kg) ~0.22 ~0.27
Ramark(@: Plaase ask s:l:s for data Sh:l:?!:l':nl:ﬁ spacification,
B Gow | 100W
Model No. Output Tol. R&N Effi. Model No. Output Tol. RE&N Effi.
ELS-080W12V18 5A 12V 1% 120mV 85% ELS-100W12V1B 8.3A 12V £1% 180mY B3%
ELS-080W24V18 250 28V £1% 120mV. aT% ELS-100W24V18 4,28 24V £1% 240mV B5%
B 150W
Model No. Output Tol. R&N EFffi,
ELS-150W12V18 12.5A12v 1% 180mV 85%
ELS-150W24V18 £.3A24V 1% 240mV 87%




