MPH Series AC/DC High-performance Power Supply
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Series Outputpower  Output voltage g/ p Protections{ver voltage!
MPH 300-450VAC 5: large terminal Merload/Short cirouit
B: Without protection Surge protection

3 years warranty

24W
Maodel No MPH-024W MPH-100W | MPH-350W
Input Voltage 200-450VAC 2B2-B36VDC 300-450VAC 424-636VDC
Input current 0.12A/200VAC 0. 54/380VAC | 4A/380VAC
i Elon
Surge current 458/200VAC 50A/380VAC BOA/IBOVAC

. Protection: Hiccup, recover automatically . , s Protection: Hiceup, recover automatically

Overload Protection | apiar the fault condition is removed Protection: Shut down, restart to recover | ¢ior the fault condition is removed

Over Voltage Protection Protection: Shut down, restart to recover

Safety Standards 60950-1. GB4943. 1

EMC Standards EN55022 (CISPR22) Class B;EN61000-4-2, 3, 4, 5, 6, 8, 11, EN61000-6-1

Dielectric strength 1/P-0/P:3KVAC 1/P-FG:1.5KVAC 0/P-FG:;0. BKVAC

Operation temperature -25~+70°%C (please refer to "Derating Curve")

m )

Dimengian 5 AOO2/96. 5¥58%25 A004/168%98%38 AOU5/2204115%50
Weight (Kg) ~0.15 ~0. 45 ~0.87

Remark(D: Flaasa refar to ' Dimansion diagram’” for installation;
Remark(D: Please ssh sales for data sheet for detsil specification,

W 24w | 100w
Model No. Output Tol. R&N Effi. Maodel No. Output Tol. R&N Effi.
MPH-024W12V18 28 12 1% 100m 80% MPH-100W12V1S B.3A 12V £1% 120mV 80%
MPH-024W24V18 14 24y 1% 150mY B3% MPH-100W24V18 428 249 +1% 120my 85%
| 350w
Model No. Output Tol. R&N EFffi.
MPH-350W12V1S 29.28 12V +1% 150mV B4%

MPH-350W24\18 14.64 24V +1% 150m B7%




